IT you must disconnect ac connections of Power Ten p.s."s

Block Diagran of DC cable Connections you MUST use two wrenches! One on the back nut and one_
For Helical and Solenoid p.s."s and QPA'S wrench on the front nut or you will break the stud inside the power ten.
Consult with Don Bruno first.
A20-csnk-gp
A20-csnk-ps .
(501 4004 Pover Ten) (to) (GPA for helical p.s.)
QPA"POS -
<:::> + mem oA in A ot — 535mem "
~ L———1(Free Uiheeling Cathode) —
1 Free iheeling Anod
Energy i [ |Free Wnee INg Anoae
Extraction  F&=————  IFast IGBT Coll Helical
Resistor Box 15— Fast IGBT Enit Nagnet
go‘;‘;‘gs o T4 Slow I68T Enit
H-S+ 535mem -
H-S+ 535men S+
renkcnl A20-csnk-sol-qp
A20-csnk-sol-ps -
(15V, 440 Poter Ten) (QPA for solenoid p.s.) 2 wires going
PIR Ten into sol gpa
@ * o35nen 0PA in 0PA out
Cap bank
Y 3 caps
in parallel Solenoid
72,000uF each Hagnet
160VDC Voltage
(B rating of Caps
snksol - 5351 S

sol-

Hel_& Sol_Block_Diagraml.skf
1/9706






